
  
CHALKBOARD & PING-PONG TABLE PAINT 

Description: 
Chalkboard and Ping Pong Table Paint is a superior flat, non-glare finish that will provide an excellent writing surface 
that will erase cleanly and wash easily. THIS PRODUCT DOES NOT CONTAIN LEAD. 

Product specifics: 
Coverage: Approximately 450 square feet per gallon. 

Dry-Time:   Normal depending on temperature and humidity, 2-4 hours.

 

Solids/wt.: 65-67%  Viscosity:  85-90 KU  Wt/gal.:  9.8-10.1 lbs./gal. 

Dry/touch: 2 Hours    

Dry/recoat:

 

4 Hours depending on temperature and humidity. 

Colors: Slate Black; Everest Green 

Application: 
Surface to be coated must be clean of all dirt, oils, free of any loose material, smooth  and dry. Sandpaper lightly to permit 
proper adhesion. Apply two coats to new wood, plywood, composition board, plaster or other porous surfaces. It is 
recommended that it be allowed to dry overnight before applying the second coat. Apply at no lower than 50 degrees F. 

The product may be applied by brush, spray or roller. If thinning is required, obtain the necessary consistency with mineral 
spirits or paint thinner. Stir contents thoroughly. 

Keep away from heat, sparks and flame. To avoid breathing vapors or spray mist, open windows and doors or use other 
means of ventilation during application and drying.  For any additional information read the product MSDS. To avoid 
spontaneous combustion during storage, close the container after each use and any soiled rags utilized for wiping or 
clean up should be placed in a water-filled closed metal container. 

Use only with adequate ventilation. KEEP OUT OF REACH OF CHILDREN.               

Factors beyond the control of W. H. Kemp and its affiliates prevent them from assuming responsibility for damage to 
property or persons, even when this product is applied according to directions. Test to your satisfaction before using.  In 
no event shall liability of W.H. Kemp Division or Parent Corporation and its marketing affiliates exceed the purchase 
hereof.  


